SA 07.2 - SA 14.6/SAR 07.2 - SAR 14.6

Dimensions Multi-turn actuators with 1-ph AC motor

with AUMA plug/socket connector
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Output drives according to EN ISO 5210, DIN 3210

DIN 3338, Dimensions see overleaf
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4) Option: Enclosure protection IPxx-DS,
cover for electrical connection with additional frame

5) Exact dimension depending on motor used

Space required for removal

SA14.2/SAR14.2

Dimensions SA 07.2/SAR 07.2 SA 07.6/SAR 07.6 SA 10.2/SAR 10.2
EN ISO 5210 (DIN3210) FO7 F10 (GO) FO7 F10 (GO) F10 (GO) F14 (G1/2)
Al 40 40 50 67
A29 174 (201 %) 174 (201%) 174 (201%) 174 (201 %)
A3 134 (161%) 134 (1614) 134 (161%) 134 (161%)
A4 103 103 103 119
A5 = = = 8
Ab = = = 16
B1 238 238 248 286
B2 62 62 65 90
(@) 565 565 576 (571) 622
c2 186 186 191 242
a3 63 63 63 94
@D 146 146 146 146
@ D1 160 160 200 315
@ D2 G 1%" G1%" G2" G 22"
@ D3 42 x3,3 42 x3.3 60 x 3.7 76 x3.7
@ D4 20 20 20 25
@ D5 170 170 190 (170) 190
E 115 115 115 115
F 115 115 115 115
H1 78 78 80 90
H24 210 (2379) 210 (2379) 210 (2379) 226 (2539)
H4 160 160 170 196
L 20 20 24 38.8
P12 M20 x 1.5 M20 x 1.5 M20 x 1.5 M20 x 1.5
P22 M32x 1.5 M32 x 1.5 M32 x 1.5 M32x 1.5
B3E) M25 x 1.5 M25 x 1.5 M25 x 1.5 M25 x 1.5
BB min. 180 180 180 180
HH min. 30 30 30 30
Da 20 d7 20 d7 20d7 30 d7
b 6 6 6 8
@ d1 90 125 90 125 125 175
@d2 55 70 (60) 55 70 (60) 70 (60) 100
@ d3 70 102 70 102 102 140
d4 4 x M8 4 xM10 4 x M8 4 x M10 4 xM10 4xM16
h 3 3 3 4
t 225 22.5 22.5 33
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Handwheel shaft

SA 14.6/SAR14.6
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SA 07.2 - SA 14.6/SAR 07.2 - SAR 14.6 duma

Dimensions Valve attachments according to EN ISO 5210, DIN 3338, DIN 3210

Stem nut
Dimensions SA 07.2/SA 07.6 SA 10.2 SA 14.2/SA 14.6
ENISO 5210 DIN3210 FO7 F10 GO F10 GO F14 G1/2
Type . F max. kN 40 40 40 70 70 160
ENISO5210 A ] @ d1 90 125 125 125 125 175
DIN 3210 A @ d2 55 70 60 70 60 100
= | @ d3 70 102 102 102 102 140
i Aot | d4 M8 M10 M10  M10 M10 M16
. 2 ‘a“"’ @ ds 35 36 36 a4 44 62
/ra/ -t E i 1  ©d6max.? 27 | 33 33 41 41 57
&,,{,,g/ i o g 40 50 50 50 50 65
E\\L o o h 3 3 3 3 3 4
h3 12 15 15 15 15 25
/:;:Z:%imem of Fax 3 L 37 47 47 47 47 60
z 4 4 4 4 4 4
Weight kg 11 28 28 2.8 2.8 6.8
Output drive sleeve? — Dimensions SA 07.2/SA 07.6 SA 10.2 SA 14.2/SA 14.6
ENISO 5210 DIN3210 FO7 F10 GO F10 GO F14 G1/2
- @ d7 H9 28 42 42 42 42 60
2 i\} N b7 JS9 8 12 12 12 12 18
Type L = t7 313 453 453 453 453 64.4
ENISO5210 B1=@d7 (b7/7) @ d10 Ho 16 20 20 20 20 30
DIN3210 B =@d7 (b7/t7) b10 JS9 5 6 6 6 6 8
ENISO5210 B2<@d7>@dy t10 183 22.8 228 228 22.8 333
ENISO5210 B3 =@d10(b10/t10) @ dy H9 " 25 35 35 35 35 45
DIN3210 E =@d10(b10/t10) h3 12 13 13 15 15 25
ENISO5210 B4 <@ dy t \ i L1 35 45 45 45 45 65
NG
For missing dimensions, refer to type A
Dog coupling Dimensions SA 07.2/SA 07.6 SA 10.2 SA 14.2/SA 14.6
%’—/ ENISO 5210 DIN3210 FO7 F10 GO F10 GO F14 G1/2
\ b1 H11 149 14 14 14 14 20
gan @ d11 H11 289 28 28 28 28 38
2 NM 11 @d11 min. - 20 20 20 20 30
pe i : @ d11 max.? - 42 & 42 42 60
o @d12 368 51.8 51.8 51.8 51.8 73.8
DIN3338 € =@dl1 h3 12 13 13 15 15 25
h11 79 7 7 7 7 8
For missing dimensions, refer to type A
Shaft end T Dimensions SA 07.2/SA 07.6 SA 10.2 SA 14.2/SA 14.6
/& ENISO 5210 DIN3210 FO7 F10 GO F10 GO F14 G1/2
; N @ d8 g6 20 20 20 20 20 30 30
2l N E§ | f b3 h9 6 6 6 6 6 8 8
1 h3 12 13 13 15 15 25 25
Type al 9 4 L2 15 15 15 1.5 1.5 2 2
OIN3210 D L3 45 45 45 45 45 63 63
| L4 50 50 50 50 50 70 70
g L5 55 55 55 55 55 76 76
2 225 225 225 225 225 33 33
e K Weight kg 04 04 04 0.7 0.7 2 2
gﬁK °
For missing dimensions, refer to type A 2

1) Dimensions b, t depend on @ dy, refer to DIN 6885-1
2) For rising valve stem @ d11 max.= @ d5 of type A

3) Weight included in actuator

4) Dimensions not complying with DIN 3338

5) Max. bore dimensions in mm
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